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TYPICAL APPLICATIONS
• Ground-floor and basement level
• Shops, warehouses 
• Banking sector 
• Hospitals and care facilities
• Government buildings
• Unoccupied or remote buildings
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TECHNICAL INFORMATION

• Heritage buildings
• Commercial properties
• Government buildings
• Utilities and substations 

• Suitable for internal or external installation
• Reveal or face fixed options available
• Fixing into generic substrate of structural timber or steelwork, blockwork or brickwork/concrete 
• Modular design for easy installation

CONSTRUCTION
• Manufactured from heavy duty stainless steel or mild steel
• Available with a range of security fasteners

• Choice of 56 powder coat paint colours as standard
• 25 year guarantee for stainless steel construction

FINISHES    

    

DETAILS
TYPICAL APPLICATIONS

PERFORMANCE OPTIONS  

 • LPS 1175 C5 (SR3)
SECURITY RESISTANCE  

SIZE

325 mm wide/high minimum frame size
5900 mm wide/high maximum frame size

REVEAL FIXED

390 mm wide/high minimum frame size
6000 mm wide/high maximum frame size

FACE FIXED

ARCH AND RECTANGLE FRAME

The CARLISLE barset from Sta ord Bridge raises the standards for security 
barset configurations across many buildings and facilities including national 
infrastructure, data centres, and heritage buildings where bespoke arch head 
solutions are often required. Independently tested and certified to LPS 1175 C5 
(SR3), Carlisle barsets provide protection from deliberate forced entry attacks.

The modular design of the Carlisle barsets allows multiple frames to be installed 
across a window opening together with a choice of face or reveal fixing, giving 
flexibility with non-standard window dimensions. Available in a choice of fifty-six 
powder coat paint colours and manufactured from a choice of mild steel or 
heavy-duty stainless steel the Carlisle barsets are particularly suited to the 
Heritage sector where a bespoke, adaptable, and attractive design is paramount.  

Moreover, Carlisle is available as both standard rectangular and arch head.

Face fixed

Reveal fixed

INSTALLATION EXAMPLES

For further information and latest copies of the 
DoP’s (Declaration of Perfomance) visit our 
website at www.sta ordbridge.com  
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DETAILS

Face fixed

Reveal fixed

INSTALLATION EXAMPLES

For further information and latest copies of the 
DoP’s (Declaration of Performance), visit our 
website at www.staffordbridge.com 
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The BSecure LPS 1175-certified barsers are suitable for use within a wide range of 
areas, including utilities, sub-stations, commercial properties and government 
buildings. The modular capabilities of the barset provides a flexible and 
easy-to-install design that can be adjusted according to the window’s dimensions.
 
Independently tested and certified to LPS 1175 SR4 to provide reliable protection 
against experienced forced entry attempts using verious tools and bodily force

TYPICAL APPLICATIONS
• Ground-floor and basement level
• Shops, warehouses 
• Banking sector 
• Hospitals and care facilities
• Government buildings
• Unoccupied or remote buildings

TECHNICAL INFORMATION
• Suitable for internal or external installation
• Face and reveal fixing options available
• Can be fixed into the generic substrate of structural timber or steelwork, blockwork or

brickwork/concrete

 

CONSTRUCTION
• Frame: Rolled steel angle (RSA mild steel frame)
• Bars: Mild Vertical round bar, horizontal flat bar 

• Hot dip galvanised to BS EN ISO 1461 as standard
• Stainless steel, powder coat and paint finishes available

FINISHES    

PERFORMANCE OPTIONS

• LPS 1175 SR4 
SECURITY RESISTANCE  

SIZE

• 625 mm wide/high minimum frame size
• 1200 mm wide/high maximum frame size

FACE FIXED

• 325 mm wide/high minimum frame size
• 1095 mm wide/high maximum frame size

REVEAL FIXED

NB: Sizes shown are based on single units. For larger sizes please call our sales team to discuss further.

BSECURE SR4 BARSET
LPCB LPS 1175 SR4



• Choice of 56 powder coat paint colours as standard
• 25 year guarantee for stainless steel constructionFinish:

VERSION CONTROL: 22-07-25
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